
SPECIFICATIONS

POWER 200W

VOLTAGE 85-277V

DIFFUSER TYPE POLYCARBONATE

BASE MATERIAL ALUMINUM

LED TYPE SMD

NUMBER OF LEDS 400

LIGHT OUTPUT 20,000 lm

BEAM ANGLE 120°

LIGHT EFFICIENCY 90%

CCT 6000-6500K COOL WHITE

FIXTURE LIFE-SPAN 50,000HRS (10+ years at 12 hours per day)

IP RATING IP65

DIMENSIONS 373*370*115mm

WEIGHT 5.44kg

FLOOD LIGHT
200W

IP 65

CERTIFICATIONS

VOL-FL-200-CW
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Flood Luminaire Photometric Data
Description Information

Luminary Name: 200W-SMD Lum. Catelog: Test ID:      

Lamp Catelog: LED Test Date:    2014/11/06

Manufacture:  Shld.Ang(°): Test Machine:GON-2000

 Test Lab:      Frequency(Hz): Lamp CCT(K):     Ra: 

Lum.Size(W*L*H):0.330m*0.459m*0.177m Lum.Area(m2):0.233 Lum.W(kg):   8.000

Test System:  C,γ Test Step:   C=30.0 γ=5.0 Temp.(℃):   25 Humidity(%): 50.0

Character Parameter

Lamp Speciality Parameter Luminaire Speciality Parameter
Rated Flux(lm):     20000.000

Rated Power(W):     

Rated Voltage(V):   

Tested Power(W):    207.300

Lamps' Inside:      1

Tested Electrics(V,A,pf):220.7,0.961,0.977

Lamp Size(W*L*H):0.330m*0.459m*0.177m

Luminary Flux(lm):     20004.650

Luminary Efficiency:   100.02%

Luminary EER(lm/W):    96.501

Max.Candela(cd):       8078.303

Max Cand@Ang.(°):     B=0.0 β=20.0

Beam Angle(50%)(V,H):  103.3(°),103.5(°)

Field Angle(10%)(V,H): 129.3(°),129.6(°)

Beam Lumens(lm):       16999.46

Beam Efficiency(%):    84.98

Field Lumens(lm):      19713.98

Field Efficiency(%):   98.55

ErP φuse(120°):      18833.832lm

IRF(%):                94.635

Lighting Distribution Diagram

H Cone Distribution Diagram
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B Plane Curve

B Plane [50%MaxAng.] [10%MaxAng.]
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IES Flood Report
Photometric Filename:200W-SMD.IES
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2D Plane Light Intensity Distribution Curve

LLuumm..NNaammee::        220000WW--SSMMDD LLuumm..CCaatteelloogg::  TTeesstt  IIDD::      

LLaammpp  CCaatteelloogg::  LLEEDD   

MMaannuuffaaccttuurree:: TTeesstt  MMaacchhiinnee::GGOONN--22000000 TTeesstt  DDaattee::  22001144//1111//0066

B Plane Distribution Diagram

Unit:cdB Plane [50%MaxAng.] [10%MaxAng.]

0

90
±180

-90

-75

-60

-45
330 345 15 30 45

60

75

8078.303

0.0

1615.661

3231.321

4846.982

6462.643

B0.0  : 103.5 129.6

0-90 90-75 -60 -45 -30 -15 15 30 45 60 75
0.000

8078.303

1615.661

3231.321

4846.982

6462.643

IES Flood Report
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Rectangle ISO Lighting Intensity Diagram

LLuumm..NNaammee::        220000WW--SSMMDD LLuumm..CCaatteelloogg::  TTeesstt  IIDD::      

LLaammpp  CCaatteelloogg::  LLEEDD   

MMaannuuffaaccttuurree:: TTeesstt  MMaacchhiinnee::GGOONN--22000000 TTeesstt  DDaattee::  22001144//1111//0066

ISO Lighting Intensity Curve

Curves:
[Unit: cd]
[IMax]    =8078.303

Maximum Light Intensity(cd): 8078.30
Maximum Cand.@Angle: H=20.0°,V=0.0°
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Plane ISO-Illuminance Diagram

LLuumm..NNaammee::        220000WW--SSMMDD LLuumm..CCaatteelloogg::  TTeesstt  IIDD::      

LLaammpp  CCaatteelloogg::  LLEEDD

MMaannuuffaaccttuurree:: TTeesstt  MMaacchhiinnee::GGOONN--22000000 TTeesstt  DDaattee::  22001144//1111//0066

Plane ISO-Illuminance Curve

Curves:
unit:lx
[EMax]    =847.522

Working Plane Luminaire Mounting Height(m): 3.00
Working Plane Maximum Illuminance(lx): 847.52
   Working Plane Maximum Illuminance Position(d/h):H0.0 V0.1
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IES Flood Report
Photometric Filename:200W-SMD.IES
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Space ISO Illuminance Diagram

LLuumm..NNaammee::        220000WW--SSMMDD LLuumm..CCaatteelloogg::  TTeesstt  IIDD::      

LLaammpp  CCaatteelloogg::  LLEEDD   

MMaannuuffaaccttuurree:: TTeesstt  MMaacchhiinnee::GGOONN--22000000 TTeesstt  DDaattee::  22001144//1111//0066

Space ISO Illuminance Curve

Curves:
[Unit: lx]
[EMax]   =7609.372

   Space Plane Maximum Illuminance and @Angle:7609.37lx,5.5deg
   Plane Maximum Lighting Intensity and @Angle:8078.303cd,0eg
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Illuminance-Distance Diagram

LLuumm..NNaammee::        220000WW--SSMMDD LLuumm..CCaatteelloogg::  TTeesstt  IIDD::      

LLaammpp  CCaatteelloogg::  LLEEDD   

MMaannuuffaaccttuurree:: TTeesstt  MMaacchhiinnee::GGOONN--22000000 TTeesstt  DDaattee::  22001144//1111//0066

Illuminance-Distance Curve

Height(m) Center E(lx) Average E(lx) Diameter(m)

1.0 7526.70 2.5373361.612

2.0 1881.67 5.075840.403

3.0 836.30 7.612373.512

Beam Angle:103.5

IES Flood Report
Photometric Filename:200W-SMD.IES


